Christie Terra
SDVoE technology solution

Christie® Terra represents an all-new AV solution enabling the transport,
processing and control of audiovisual content over 10G Ethernet
networks. Built on standardized SDVoE technology, Christie Terra
provides unprecedented performance capabilities including the delivery
of uncompressed, zero-frame latency, artifact-free 4K@60Hz video over
readily available and affordable 10G Ethernet components.
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Comprising of an expanding line-up of
transmitters, receivers, processing and
control hardware and software, Christie® Terra
solutions include everything required to design
and integrate complete AV-over-IP systems,
for applications that demand the ultimate
performance and quality.

Christie Terra Receiver
The Christie Terra Receiver is designed to deliver
uncompressed audiovisual data and control from an
SDVoE system to displays and other devices. Users benefit
from full-signal management and processing including
magnification, downscaling, KVM, PiP, image compositing
and multi-viewer applications for a flexible platform
providing the highest quality, onscreen experience for
both large format and standard displays.

Christie Terra Transmitter
The Christie Terra Transmitter processes audiovisual
sources and control signals to deliver uncompressed,
zero-frame latency, artifact-free 4K@60Hz content over
10G networks. Accepting multiple content and control
connections, including HDMI 2.0, USB, HDCP 2.2,
DisplayPort 1.2, serial RS-232, EDID and more, the
Terra Transmitter is a flexible component that does
not require additional devices to process signals.

Christie Terra Controller
The Christie Terra Controller gives you complete, secure
operational control and management of SDVoE systems.
Featuring an intuitive web-based programming interface,
the Terra Controller is easy to learn and use, simplifying the
installation, configuration, programming, management
and operational tasks of SDVoE systems.
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The Christie advantage

SDVoE Alliance

With a product range comprising various state-of-the-art
displays, powerful processing and network-distributed
collaboration solutions, Christie is able to provide end-to-end
solutions offering everything required to design and integrate
feature-rich SDVoE systems that deliver the ultimate quality
and performance. What’s more, with our decades of trusted
technical expertise in deploying these types of systems
backed by industry-leading warranties, you can rest assured
a Christie Terra solution will perform exactly as expected.

Announced at ISE 2017, the SDVoE Alliance
is a non-profit consortium comprising
leading companies with a shared mandate to
standardize the delivery of AV-over-IP networks.
As a founding member of the Alliance, Christie
has acknowledged the industry need and is
committed to the design and manufacture
of SDVoE-compliant products and solutions
engineered to enable complete AV-over-IP
network environments.

Christie Terra | 2

Corporate offices

Worldwide offices

Christie Digital Systems USA, Inc.
Cypress
ph: 714 236 8610

Australia
ph: +61 (0) 7 3624 4888

India
ph: +91 (080) 6708 9999

Singapore
ph: +65 6877 8737

Brazil
ph: +55 (11) 2548 4753

Japan (Tokyo)
ph: 81 3 3599 7481

Spain
ph: +34 91 633 9990

China (Beijing)
ph: +86 10 6561 0240

Korea (Seoul)
ph: +82 2 702 1601

United Arab Emirates
ph: +971 (0) 4 503 6800

China (Shanghai)
ph: +86 21 6278 7708

Mexico
ph: +52 55 4744 1790

United Kingdom
ph: +44 (0) 118 977 8000

France
ph: +33 (0) 1 41 21 44 04

Republic of South Africa
ph: +27 11 251 0000

United States (Arizona)
ph: 602 943 5700

Germany
ph: +49 2161 664540

Russian Federation
Eastern Europe
ph: +36 (0) 1 47 48 100

United States (New York)
ph: 646 779 2014

Christie Digital Systems Canada Inc.
Kitchener
ph: 519 744 8005

Independent sales
consultant offices
Italy
ph: +39 (0) 2 9902 1161

For the most current specification information, please visit www.christiedigital.com
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