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PART DESCRIPTION

DWG Line FHD651-T
SIZE PART NUMBER

020-000709-01
REVISION

SCALE
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CHRISTIE DIGITAL SYSTEMS

CHRISTIE

THIRD ANGLE PROJECTION

REVISION HISTORY OF: 020-000709-01

DESCRIPTION OF CHANGE BY REV DATE
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V. VARDHANAN
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INTERPRET DIMENSIONS AND TOLERANCES
PER ASME Y14.5M-1994

01/29/2014

RIGHT VIEWLEFT VIEW

LCD PANEL FHD651-T
(151-002103-XX)

REPRESENTATIVE FOR VENTILATION REQUIREMENTS
 

TOP VIEW

BOTTOM VIEW

GENERAL NOTES:

NET WEIGHT: 68KG1.
GROSS WEIGHT: 83KG

LCD DISPLAY (HD 1920X1080), ASPECT RATIO 16:92.

OPERATING TEMPERATURE: 5°C TO 40°C / 90% RH3.
STORAGE TEMPERATURE: -20°C TO 60°C

POWER REQUIREMENTS: AC100-240V(WORLDWIDE), MAX 3A, 50/60Hz4.

MAX POWER CONSUMPTION: 223W5.
TYPICAL POWER CONSUMPTION: 160W

PANELS ARE INTENDED FOR STAND ALONE INSTALLATIONS ONLY.6.
FOR RECESSED/ALCOVE INSTALLATIONS CONTACT A CHRISTIE
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