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W ul Lens Part No. Lens weight kg (Ibs) | A (mm) 4
0 e ] 121-111104-XX FL-701 11(2.4) 60 :
_ 121-114107-XX LL-704 15(@3.3) 93
== =) 121-130105-XX ML-713 0.9 (2.0) 72 .
%f — 121-129103-XX SL-712 0.7 (1.5) 50
S~ @@[ 121-115108-XX UL-705 16 (3.5 93
E“_“_“_“_“; = [ﬁ = Net weight of projector without lens =1 1.1 kg (24.5 Ibs)
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Powerand Driver : Optics : Air Intake (Filtered)
Air Intake 20 CFM at 23°C (approx.) 30cm

30 CFM at 23°C (approx.) D @ Keep out zones
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Power and Driver :

Air Exhaust
30 CFM at 23°C (approx.)

Keep out zones ﬁamp: Air Intake

10 CFM at 23°C (approx.)

Lamp : Air Exhaust 50cm
Keep out zones
30 CFM at 23°C(approx.)
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LENS: FL-701
P/N: 121-111104-XX
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LENS: LL-704
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LENS: ML-713
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LENS: SL-712
P/N: 121-129103-XX
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LENS: UL-705
P/N: 121-115108-XX
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mRoll, pitch and yaw

The LWU720i, LWU620i and LHD720i are designed to operate in standard ‘desktop”,

inverted ‘ceiling mount” or ‘portrait setting” (only the direction that lamp is located at upper side) orientations.

Operation outside of these standard configurations is limited to:

+/-10 deg pitch (portrait setting)

+/—10deg roll (about the centre line through the projector)
+/—10 deg roll (portrait setting, about the center line through the projector)

Horizontal rotation: Not acceptatble except
desktop, ceiling mount and portrait

Vertical rotation:

m Maximum power consumption
LWU720i/LHD720i:

580W at 100V—120V AC, 1,979BTU (100—120V)
560W at 220V—240V AC, 1,911BTU (220-240V)

LWU620i:

Portrait setting: OK

Q

OK
%ﬂ Upward

LO ]

O LO 1]
D Desktop: OK

DS

+/—10 deg pitch (portrait setting

Ceiling mount: OK

<

+/—10deg roll (about the centre line
through the projector)

Grayout portion: Not acceptable

+/-10 deg roll (portrait
setting, about the
center line through the projector)

oo

*Only with UL—705CH, vertical (upward or downward) projection is not supported.

N3
7S

Grayout portion: Not acceptable

510W at 100V—120V AC, 1,740BTU (100—120V)
500W at 220V—-240V AC, 1,706BTU (220—240V)

m Operating temperature range for the product

Normal: O ~ 40°C, Eco: O ~ 45°C

m Operating (rated) voltage ranges
100—-120 V AC, 220-240 V AC

m Operating (rated) voltage ranges
50Hz - 60Hz nominal

m AC line frequencies
0 to 10,000ft

m Projector weight without the lens

11.1kg (24.5Ib.)
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