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Ogiics:Air Intake
I5CFM:at 23C(approx.)

Power:Air Exhaust
20CFM:at 23C(approx.)
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PW:Air Intake
5CFM:at 23C(approx.)
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PW:Air Exhaust
20CFM:at 23T(approx.)

50¢m
Keep outzone

LD:Air Exhaust
20CFM:at 23TC(approx.)

50cm
Keep outzone

50cm
Keep outzone
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BM0Operating position
The LWU5S30-APS and LWU650-APS are designed to
operate in horizontal 360° ,vertical 360° and
tilt 360° as shown below.

Horizontal 360°

Vertital 360°

Tilt 360° (Combination
of horizontal and
vertical)

BPower comsumption

LWU530-APS
370W + 10% or
360W + 10% or

LWU650-APS
420W + 10% or
A00W + 0% or

less at 100V-120V AC
less at 220V-240V AC

less at 100V-120V AC
less at 220V-240V AC

B0perating temperatuue range
Normal:0~40C(35~40C:dimming)

Whisper:0~40C

BMOperating(rated)voltage ranges
100-120 V AC, 220-240 V AC

BAC line frequencies
50Hz-60Hz nominal

BProduct weight

LWU530-APS: 8. 3kq( |
LWU650-APS:8.6kq( |
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