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NET WEIGHT: 37.2 kg (82 lbs)
MAX POWER REQUIREMENT: 297 W
TYPICAL POWER CONSUMPTION: 272 W
STANDBY POWER CONSUMPTION: ≤0.5 W
AMBIENT TEMPERATURE: 0-40 °C

CHRISTIE DIGITAL SYSTEMS
USA, INC.

CHRISTIE DIGITAL SYSTEMS
CANADA, INC.

PART DESCRIPTION

SIZE PART NUMBER REVISION

SCALE
1:1

MASS
- LBS [- KG] SHEET 1 OF 1

PROPRIETARY

NOT TO BE DISCLOSED OR REPRODUCED IN
ANY MANNER WITHOUT THE EXPRESS

WRITTEN PERMISSION OF
CHRISTIE

THIRD ANGLE PROJECTION

REVISION HISTORY OF: 
DESCRIPTION OF CHANGE BY REV DATE

E

UNLESS OTHERWISE SPECIFIED

DECIMAL PLACES INCHES MILLIMETRES
.XXX
.XX
.X

± .063
± .125
± .250

± 1.6
± 3.1
± 6.3

ANGULAR DIMENSIONS

XX°
XX.X°

±1.0°
±0.5°

INTERPRET DIMENSIONS AND TOLERANCES
PER ASME Y14.5M-1994

TOLERANCES APPLY AS SHOWN BELOW

INCHESUNITS MILLIMETRES

02

REV
01 INITIAL RELEASE 07/09/2020

APPROVED BY:

APPROVAL DATE:

DRAWN DATE:

DRAWN BY:

07/09/2020

07/09/2020

DWG LINE UHD752-L
020-001775-01

4 x M8.
SEE MOUNTING 
DETAILS.

LCD PANEL UHD752-L
(135-039103-01)

02
PANEL AND LINE DRAWING
PART NO, CENTER LINES,
VESA DETAILS, VENTS HOLE 
DIMENSIONS  ADDED 

16/09/2020

CS

CS

CS

HK

1684

1650

AC INLET

EXHAUST VENTS
VENT HOLE DIMENSION 
(DIAGONAL MAX: 4.5 MM)

INPUT VENTS
VENT HOLE DIMENSION 
(DIAGONAL MAX: 4.5 MM)
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MOUNTING DETAILS.
SCALE 3:1
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