
Technical Bulletin

GS Series 555 projector classification 3R
Currently the projectors are labeled according to the IEC 60825-1:2007 as laser Class 2 projectors,
which does not allow the use of the 2.90-5.50:1 Zoom G lens.
The DHD555-GS, DWU555-GS, and DWX555-GS projectors become laser Class 3R according to IEC
60825-1:2007 when the 2.90-5.50:1 Zoom G lens is installed.
To meet IEC 60825-1:2007 standard requirements when these projectors are used with this lens,
Christie has taken immediate action to provide new labels and replacement instructions to affected
customers to relabel the product according to IEC 60825-1:2007 as Class 3R Laser radiation. Below
are the label samples that show the difference between a Class 2 and Class 3R laser product.

IEC 60825-1:2007
LASER RADIATION
AVOID DIRECT EYE EXPOSURE
CLASS 3R LASER PRODUCT
WAVE LENGTH : 440-455nm, Max .power 122 mW
PULSE DURATION : 2.2 ms 

IEC 60825-1:2007
激光辐射
避免直接接触眼睛
3R激光产品
波长：440-455nm, 最大输出:122 mW
脉冲持续时间：2.2 ms

IEC 60825-1: 2007
レーザ放射
直接目への 被曝を避けること
クラス3Rレーザ製品
波長範囲: 440-455nm, 最大パワー: 122 mW
パルス持続 時間:2.2 ms

IEC 60825-1: 2007
レーザ放射
直接目への 被曝を避けること
クラス3Rレーザ製品
波長範囲: 440-455nm, 最大パワー: 122 mW
パルス持続 時間:2.2 ms

IEC 60825-1: 2007
RAYONNEMENT LASER
ÉVITE L'EXPOSITION DIRECT DES YEUX AU LASER
PRODUCT LASER DE 3R
LONGUEUR D’ONDE :440-455nm SORTIE MAXIMALE : 122mW
DURÉE DE L’ IMPULSION: 2.2ms

 IEC 60825-1 : 2007
레이저 방사
직접 눈 노출을 피해야
CLASS 3R 레이저 제품
파장 : 440-455nm  의 최대 .power 122 mW의
펄스 지속 시간 : 2.2ms

Complies with 21CFR 1040.10 and 1040.11 except 
for deviations pursuant to Laser Notice No.50,Dated 
June 24, 2007

IEC 62471:2006 RISK GROUP 2
CAUTION
Possibly hazardous optical radiation emitted from 
this product.
Do not stare into the beam. May be harmful to the 
eyes.

IEC 62471:2006风险组别2:
注意
本产品可能发射有害的光辐射
勿直视光束，可能对眼睛有害

IEC/EN 60825-1:2007
IEC 62471:2006リスクグループ2

警告
この製品から出力される光は使用状況によっては強
力な光となり,
眼に悪影響を及ぼすおそれがありますので光源を直
視しないでください。

IEC 62471:2006 RISQUES DE GROUPE 2 
ATTENTION
LE PRODUIT PEUT ÉMETTRE DES RADIATIONS 
OPTIQUES DANGEREUSES.
NE PAS RESTER DANS LA TRAJECTOIRE DU 
FAISCEAU, PEUT ÊTRE DANGEREUX POUR LES 
YEUX.

IEC 62471 : 2006 위험 그룹 2
주의
이 제품에서 방출 아마도 유해 광 방사선.
광선을 응시하지 마십시오. 눈에 유해 할 수 있습니다.

MAX OUTPU T:8.0m W
WAVE LENGTH:440~455n m

Class 2 laser label Class 3R laser label

Affected products
The following products are affected:

DHD555-GS, part numbers:

• 140-006107-01

• 140-006118-01

• 140-006129-01

• 140-006130-01

DWU555-GS

 

GS Series 555 projector classification 3R Technical Bulletin 1
020-200379-02 Rev. 1 (02-2017)
Copyright © 2017 Christie Digital Systems USA Inc. All rights reserved.



• 140-007108-01

• 140-007119-01

• 140-007120-01

• 140-007131-01

DWX555-GS

• 140-008109-01

• 140-008110-01

• 140-008121-01

• 140-008132-01

Lens 2.90-5.50 Zoom G, part number:

• 140-107109-01

Required components
The following components are required to complete the upgrade.

• 555-GS Upgrade kit (P/N: 003-006193-01)

Technical support
Technical support for Christie products is available at:

• North and South America: +1-800-221-8025 or Support.Americas@christiedigital.com

• Europe, Middle East, and Africa: +44 (0) 1189 778111 or Support.EMEA@christiedigital.com

• Asia Pacific: +65 6877-8737 or Support.APAC@christiedigital.com
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